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RAY-GL1200 RAY-GL1204

RAY

Elegant Ray

New flush plate Ray
Ray represents a new generation of flush plates Flat.  
The surface finish is Alunox-matt or high-gloss tempered 
glass in two color variants – midnight black or dazzling 
white colour. 

The glass flush plate in combination with the glass  
grid GL1200 or GL1204 (designed for shower drains  
APZ6/APZ16) create a perfect harmony.

Novelty Tilting 
mechanism
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Quantity (packing) 10 pc
Dimensions (piece) 255×85×175 mm
EAN 8595580583637

Quantity (packing) 10 pc
Dimensions (piece) 255×85×175 mm
EAN 8595580583644

RAY
Flush plate for pre-wall installation systems, alunox-matt

RAY-GL1200
Flush plate for pre-wall installation systems, glass-white

RAY-GL1204
Flush plate for pre-wall installation systems, glass-black

Quantity (packing) 10 pc
Dimensions (piece) 255×85×175 mm
EAN 8595580583651

Flush plate Ray
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TILE
Grid for embedding tiles

SOLID
Stainless steel-matt

OPTION
Stainless steel-matt / for embedding tiles

Two-sided grid Option

The grid Option provides the choice – either full stainless 
steel grid or by simply rotating the grid for embedding tiles.

You can make the final decision even after installation  
of the shower drain without any construction modifications. 
Two-sided grid Option offers both grid versions in one. 

The grid Option will replace Solid and Tile  
in the product portfolio.

Compatible with plastic  
shower drains:

APZ12 Optimal

APZ2012 Optimal
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6 click
system

6 click
system

Quantity (packing) APZ20-750 14 pc
Dimensions (piece) 820×143×106 mm
EAN 8595580559496

Quantity (packing) OPTION-750 1 pc
Dimensions (piece) 755×65×36 mm
EAN 8595580565787

Quantity (packing) APZ12 Optimal-750 12 pc
Dimensions (piece) 820×125×150 mm
EAN 8595580541033

APZ2012 Optimal
Shower drain with an edge for perforated grids or tile 
embedding, without odour trap

OPTION
Two-sided grid

APZ12 Optimal
Shower drain with an edge for perforated grids or tile 
embedding

Compatibility of grid Option 
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A156
Quantity (packing) 1 pc
Dimensions (piece) 139×1015×145 mm
EAN 8595580511418

AVZ102-R102
Outdoor drain channel 100 mm with plastic frame and 
galvanized "C" profile grid A15

Outdoor drain channel AVZ102-R102  
– now even faster installation
One of the representatives of the HOME series of outdoor drain channels has undergone an innovation.  
There has been removed the separate plastic lock. 

To speed up the installation of the outdoor drain, 
the lock is now fully integrated into the grid. 

The separate plastic lock is therefore no longer 
part of the package of this outdoor drain channel. 
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Code Picture EAN Description

RAY-GL1204 8595580583651 Flush plate for pre-wall installation systems, 
glass-black

RAY-GL1200 8595580583644 Flush plate for pre-wall installation systems, 
glass-white

RAY 8595580583637 Flush plate for pre-wall installation systems, 
alunox-matt

OPTION-550M 8595580565763 Two-sided grid

OPTION-650M 8595580565770 Two-sided grid

OPTION-750M 8595580565787 Two-sided grid

OPTION-850M 8595580565794 Two-sided grid

OPTION-950M 8595580565800 Two-sided grid

OPTION-1050M 8595580565817 Two-sided grid

APZ12-650 8595580583002 Shower drain with an edge for perforated grids  
or tile embedding

APZ12-750 8595580541033 Shower drain with an edge for perforated grids  
or tile embedding

APZ12-850 8595580541040 Shower drain with an edge for perforated grids  
or tile embedding
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Code Picture EAN Description

APZ12-950 8595580541057 Shower drain with an edge for perforated grids  
or tile embedding

APZ12-1050 8595580541064 Shower drain with an edge for perforated grids  
or tile embedding

APZ2012-550 8595580559472 Shower drain with an edge for perforated grids  
or tile embedding, without odour trap

APZ2012-650 8595580559489 Shower drain with an edge for perforated grids  
or tile embedding, without odour trap

APZ2012-750 8595580559496 Shower drain with an edge for perforated grids  
or tile embedding, without odour trap

APZ2012-850 8595580559502 Shower drain with an edge for perforated grids  
or tile embedding, without odour trap

AVZ102-R102 8595580511418 Outdoor drain channel 100 mm with plastic frame 
and galvanized "C" profile grid A15



Our team of specialists is always on hand to help with design, installation and quote project prices.

The warranty stated for individual products applies only to the functional technical properties of the product, does not apply to wear 
and tear of the product caused by its normal use or defects caused by non-compliance with general product handling principles  
or non-compliance with product instructions. Complete warranty conditions at www.alcadrain.com/guarantee.

Czech manufacturer, ISO 9001:2015 
Info 1/2024 EN, © Alcadrain s.r.o. 
Changes in dimensions and design reserved.

Sanitary technology,  
system walls

Czech Republic  
Alcadrain s.r.o. 
Bratislavská 2846 
690 02 Břeclav 
T: +420 519 821 117 – sale  
in the Czech Republic  
T: +420 519 821 041 – export  
alcadrain@alcadrain.com 
www.alcadrain.com

Slovakia 
Alcadrain SK s.r.o. 
Novozámocká 209  
949 05 Nitra – Dolné Krškany  
T: +421 376 579 521 
M: +421 918 977 220, +421 903 742 035 
alcadrain@alcadrain.sk 
www.alcadrain.sk

Piping systems, floor heating  
and ceiling cooling systems

Czech Republic  
FV – Plast a.s. 
Kozovazská 1049/3  
250 88 Čelákovice 
T: +420 326 706 711 
fv-plast@fv-plast.cz 
www.fvplast.com


